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In  the  last  years,  there has been a  renewed  interest  towards  the use of  time‐modulated arrays  (TMAs) 








Recently,  thanks  to  the  significant  development  of  stochastic  optimization  algorithms  boosted  by  the 
growing  computational  resources  available with modern  personal  computers,  several  approaches  have 
been proposed to deal with the synthesis of time‐modulated arrays while keeping low the power losses in 
the SR. Both single‐agent techniques (e.g., Simulated Annealing   [3]) and evolutionary‐based optimization 
methods  (e.g.,  Differential  Evolution  [4]  and  Particle  Swarm  Optimization  [5])  have  been  effectively 
applied. In such a framework, TMAs have been used for the generation of shaped beams as well as of sum 
and  difference  patterns  for  search‐and‐track  antenna  systems  [6].  Moreover,  they  have  demonstrated 
being suitable for the synthesis of pulse Doppler radars [7] and phase switch screens [8]. 
This contribution  is aimed at reviewing the  last advances  in the synthesis of   TMAs also showing that the 
introduction of additional degrees of freedom available in the time domain and suitable for the definition 
of  the  pulse  sequence  enables  the  synthesis  of    TMAs  with  improved  performance.  More  specifically, 
besides the control of the durations of the time pulses controlling the RF switches for the definition of a 
desired pattern at  the carrier  frequency, also  the optimization of  the  switch‐on  instants has been  taken 
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